
You’ll feel extra secure knowing you’re 
recording crystal-clear security footage 
of your property. Capture every nuance 

with our 510-Series cameras.

BETTER THAN HD

510-Series Analog Cameras
Luma 510-Series cameras offer 3MP of resolution, which 
means your security footage is even better quality than 
1080p. See in the dark up to 130 feet with night vision 
infrared (IR) signal.

510 SERIES

True WDR, or Wide Dynamic Range, 
autocorrects images taken in 

inconsistent lighting and balances them 
into a clear picture. 

With up to 130 feet of IR, the 510-series 
eliminates overexposure in dim settings 
and illuminates the subject, making sure 

you don’t miss a thing.

SEE CLEARLY ILLUMINATE THE NIGHT



Technical Specs & Features

FEATURES
LUMA

510 Series

Housing Options
Dome
Turret
Bullet

Color Options White or Black/Gray

Pixels 3MP

HD-TVI Support

Lens Type Motorized Vari-focal

IR Range 40m

Starlight X
IP66 Outdoor Rating

Low Temp Operating Rating -22ºF-140°F

True-WDR

D-WDR Wide Dynamic Range

LUM-510-BUL-A-WH/GR
TECHNICAL DIMENSIONS
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LUM-510-DOM-A-WH/BL
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SKU Dimensions (W x H x D)

LUM-510-BUL-A-XX 3.6” x 3.5” x 10.4”

LUM-510-DOM-A-XX 7.1” x 4.9” x 7.1”

LUM-510-TUR-A-XX 4.9” x 4.4” x 4.9”

LUM-510-TUR-A-WH/BL
TECHNICAL DIMENSIONS
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NOTE: LUM-510-TUR-A is not compatible with our current Wirepath 
CCTV tester (WPS-CCTV-TESTER)


