
As long as they’re continually powered, 
our 710-series cameras will continue 
working in temperatures as low as 

-40º F, and their performance won’t be 
hindered by strong wind and rain. 

8MP captures 3840x2160 pixels 
to deliver stunning 4K resolution. 

Capture every inch of your property in 
unparalleled clarity and detail.

WITHSTAND THE ELEMENTS4K RESOLUTION

710-Series IP Cameras
You won’t believe your eyes when you see the dazzling clarity 
of our Luma Surveillance 710-Series IP cameras. At 8MP, 
these cameras deliver dazzling 4K resolution. Our Starlight 
technology ensures you can see it all, day and night.

710 SERIES

IR STARLIGHT

Great daytime shots are nice, 
but Starlight improves nighttime 

performance – a critical feature for 
surveillance footage.

SECURITY WHEN YOU NEED IT MOST
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Technical Specs & Features
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FEATURES
LUMA

710 Series

Housing Options
Dome
Turret
Bullet

Color Options White or Black/Gray

Pixels 8MP

Lens Type Motorized Vari-focal

IR Range 30m - 50m

Starlight

H.265 Support

3rd Video Stream for Control

IP66 Outdoor Rating

Operating Temperature -22F to +140F

D-WDR Wide Dynamic Range

SD Card Slot

LUM-710-DOM-IP-WH/BL
TECHNICAL DIMENSIONS

LUM-710-TUR-IP-WH/BL
TECHNICAL DIMENSIONS

SKU Dimensions (W x H x D)

LUM-710-BUL-A-XX 5.7” x 5.7” x 13.1”

LUM-710-DOM-A-XX 6” x 5.2” x 6”

LUM-710-TUR-A-XX 5.4” x 5.4” x 5.9”

LUM-710-BUL-IP-WH/GR
TECHNICAL DIMENSIONS
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