
Basic 70 Meter HDMI via 
HDBaseT EXTENDER kit

AC-EX70-UHD-BKT
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anything but basic. THis AVPro Edge extender is a cost effective, state of the art, 
and reliable single CAT 70 meter extender featuring bi-directional power plus Rs232 and 
IR control. pass 1080p HDMI signals 70 meters and 4K HDMI signal 40 meters all over readily 
available CAT6a cable using HDBaseT technology.

It solves problems for both commercial and residential markets for distributing high-value 4K UHD content from 
rack to display. With the additional ability to cascade extenders, affordable and reliable HDMI extension is now 
possible. Furthermore, the AC-EX-70-BKT offers solutions for UHD/HD uncompressed distribution in residential 
digital entertainment centers, retail stores, and AV events that require reliable and long distance distribution, 
suitable for data centers, control rooms, conference rooms, schools, and corporate training environments.
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EXTEND 4K HDMI: Once HDMI cables are 
manufactured to a certain length, you’re stuck 
with it. Not to mention reliability declines 
after about 25 ft. This does not allow installers 
or users to make their own cables on an as 
needed basis. CAT cables on the other hand, 
are widely available and the lengths can be 
reworked easily by the installer or end-user.

DISTANCE: By using AC-EX70-UHD-BKT, the 
transmission distance for HD 1080p is up to 
70 meters (230’) and UHD 4K resolution the 
distance reaches an impressive 40 meters 
(115’).

CASCADE: AC-EX70-UHD-BKT features HDMI 
signal equalization and amplification, which 
allows for a “daisy chain” of extenders, 
enabling extremely long distance transmission. 
These extenders allow for up to 8 layers with 
HDCP.  The options for layering are unlimited 
using your own non-HDCP content.

CONTROL: IR & RS-232 are bi-directional and 
can control the sources from the sinks or vice 
versa.

BI-DIRECTIONAL POWER: Ultra stable, bi-
directional PoE allows you to be very flexible in 
choosing where you want to power. Eliminate 
power supplies at the rack and power the Tx 
remotely from the display (Rx) end.
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