
OUR PURPOSE
CHANGING THE LIVES OF YOUTH 
THROUGH CHARITABLE GIVING

Staub Electronics Ltd. is our exclusive distribution partner in North America. For product or sales inquiries please contact them as follows:
Phone:  +1 (604) 270-7316        Email:  support@purposeav.ca        Web:  www.staub.ca

100% PERFORMANCE
GUARANTEE

DAILY IN-STOCK
PROMISE

SEAMLESS
SUPPORT

10 YEAR
WARRANTY

GIVES BACK
TO CHARITY

SPECIFICATIONS:

Image Sensor 1/1.8 Inch Progressive Scan CMOS

Lens 5.7 - 205.2 mm

Field of View 59.7 - 2 deg (Wide-Tele)

Minimum Illumination Color: 0.002 lux, 0 lux with IR

Effective Pixels (H x V) 1920 x 1080

Video Compression H.264/H.264+/H.265/H.265+/MJPEG

Audio Compression G.711u/G.711a/G.726

Alarm 2 In/1 Out

Audio Input (1) Mic In/Line In Interface, 2 - 2.4 Vp-p 

Line, 1 kohm +/-10% Output Impedance

Audio Output (1) Audio Output Interface, Line Level, 600 

ohm Impedance

Frame Rate 60 fps (1920 x 1080) at 60 hz

Zoom 16x (Digital), 36x (Optical)

Shutter Speed 1 - 1/30000 sec

Speed Zoom: 7.4 sec (Optical Wide-Tele)

Day/Night IR Cut Filter

Speco DNR 3D DNR

Wide Dynamic Range True WDR

Focus Setting Auto/Semi-Automatic/Manual

IR Range 650 ft

IR Intensity Automatically Adjusted, Depending on the 

Zoom Ratio

Park Action Pattern/Pan Scan/Tilt Scan/Frame Scan/

Panorama Scan/Random Scan

Functions User Authentication (ID and PW), Host 

Authentication (MAC Address), IP Address 

Filtering

Supported Protocols IPv4/IPv6, HTTP, HTTPS, 802.1x, QoS, FTP, 

SMTP, UPnP, SNMP, DNS, DDNS, NTP, 

RTSP, RTP, TCP, UDP, IGMP, ICMP, DHCP, 

PPPoE

Mounting Type Wall/Pendant/Pole/Corner

Angle Adjustment Pan: 360 deg Endless, Tilt: 20 - 90 deg 

(Auto Flip)

White Balance Auto/Manual/ATW/Indoor/Outdoor/Day-

light Lamp/Sodium Lamp

PURPOSE AV - 2MP, 36X, OUTDOOR, 
WDR
  SKU:  HNP512A-IR-36X

FEATURES

»  1/1.8 Inch HD CMOS

»  2 MP Full HD resolution

»  36x optical zoom

»  650 ft IR distance

»  True Day/Night, 3D DNR, True WDR

»  24/25 optional privacy masks programmable, optional 

    multiple colors and mosaics

»  1 BNC analog output for test monitors

»  24 VAC/High-PoE power supply


